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1. 300W Solar Powered System --- Model：GP-8030
	Solar Module
	80W × 1 pcs (Single Crystalline Solar Cell)

	Using Power Times(Suggest)
	  6 hours max. (Everyday)

	Using Load (Suggest)
	150W max.

	Output Voltage(Option)
	  240VAC or 110VAC／50Hz or 60Hz

	DC/AC Inverter, Output Power
	300W max.

	Gel Deep Recycle Battery
	100AH/12 V × 1 pcs
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1-1. Eng’g. data of major parts for --- Model：GP-8030
Using 6 inch (150×150mm) , single crystalline cell .The life can be guaranteed for 25 years.
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■Solar Module – Single Crystalline Solar Cell
	Rate Maximum Power  (at 17.1V)
	Pld (Watts)
	 Min 80W

	Rate Operating Voltage
	Vmp (Volts) 
	 17.1V

	Rate Operating Current
	Imp (Amps)
	4.68A

	Open-Circuit Voltage
	Voc (Volts) 
	  21.4V

	Short -Circuit Current
	Isc (Amps) 
	4.9A

	Length × Width × Height × Weight
	1196mm × 526mm × 40mm × 7.8Kg


■ Controller System
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Size(L x W x H)
	270 x 205 x 160 mm

	Out/In Voltage
	12V

	Out/In Current
	10A max.

	Using Load
	150W max.

	Output Voltage(Option)
	240VAC or 110VAC ／ 50Hz or 60Hz.

	Output Voltage Type
	Modify Sine Wave

	Output Power
	300W max.

	Feature
	PWM Technologic

	Protection
	Battery over charging & discharging 
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■Gel Deep Recycle Battery(12V)
※ Battery normal rating temperature：
-20℃ ~ +60℃. or -4℉ ~ +140℉ .

	No.
	Capacity (AH)
	Size(mm)
	Weight(kg)

	1
	100AH
	306X168X217
	32


1-2. The diagram of major parts for --- Model：GP-8030
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                                 Controller System

Solar Module – 80W × 1PCS

                           Gel Deep Recycle Battery(12V)
 100AH or 68AH(Option) × 1 pcs
2. 600W Solar Powered System --- Model：GP-8060
	Solar Module
	80W × 2 pcs (Single Crystalline Solar Cell)

	Using Power Times(Suggest)
	  8 hours max. (Everyday)

	Using Load (Suggest)
	480W max.

	Output Voltage(Option)
	  240VAC or 110VAC／50Hz or 60Hz

	DC/AC Inverter, Output Power
	600W max.

	Gel Deep Recycle Battery
	100AH/12 V × 1 pcs





2-1. Eng’g. data of major parts for --- Model：GP-8060
Using 6 inch (150×150mm) , single crystalline cell .The life can be guaranteed for 25 years.

■Solar Module – Single Crystalline Solar Cell
	Rate Maximum Power  (at 17.1V)
	Pld (Watts)
	 Min 80W

	Rate Operating Voltage
	Vmp (Volts) 
	 17.1V

	Rate Operating Current
	Imp (Amps)
	4.68A

	Open-Circuit Voltage
	Voc (Volts) 
	  21.4V

	Short -Circuit Current
	Isc (Amps) 
	4.9A

	Length × Width × Height × Weight
	1196mm × 526mm × 40mm × 7.8Kg


■Controller System
	Size(L x W x H)
	270 x 205 x 160 mm

	Out/In Voltage
	12V

	Out/In Current
	10A max.

	Using Load
	480W max.

	Output Voltage(Option)
	240VAC or 110VAC ／ 50Hz or 60Hz.

	Output Voltage Type
	Modify Sine Wave

	Output Power
	600W max.

	Feature
	PWM Technologic

	Protection
	Battery over charging & discharging 




■ Gel Deep Recycle Battery(12V)
※Battery normal rating temperature：
-20℃ ~ +60℃. or -4℉ ~ +140℉ .

	No.
	Capacity (AH)
	Size(mm)
	Weight(kg)

	1
	100AH
	306X168X217
	32


2-2. The diagram of major parts for --- Model：GP-8060


                        


                                   Controller System

Solar Module – 80W



                               Gel Deep Recycle Battery(12V)
100AH or 68AH(Option) × 1 pcs
Solar Module – 80W

3. 1000W Solar Powered System --- Model：GP- PSW24100E
	Solar Module
	165W × 6 pcs = 990W (Single Crystalline Solar Cell)

	Using Power Times(Suggest)
	  8 hours max. (Everyday)

	Using Load (Suggest)
	800W max.

	Output Voltage(Option)
	  240VAC or 110VAC／50Hz or 60Hz

	DC/AC Inverter, Output Power
	1000W max.

	Gel Deep Recycle Battery
	100AH/12 V × 6 pcs






3-1. Eng’g. data of major parts for --- Model：GP- PSW24100E
Using 6 inch (150×150mm) , single crystalline cell .The life can be guaranteed for 25 years.

■Solar Module – Single Crystalline Solar Cell
	Rate Maximum Power
	Pld (Watts)
	 Min 165W

	Rate Operating Voltage
	Vmp (Volts) 
	 35V

	Rate Operating Current
	Imp (Amps)
	4.72A

	Open-Circuit Voltage
	Voc (Volts) 
	  44.5V

	Short -Circuit Current
	Isc (Amps) 
	5.4A

	Length × Width × Height × Weight
	1622mm × 814mm × 40mm × 18Kg


■Controller System
	Size(L x W x H)
	265 x 275 x 51 mm

	Out/In Voltage
	24VDC

	Out/In Current
	30A max.

	Protection
	Battery over charging & discharging


■ Inverter
	Size(L x W x H)
	334 x 179 x 81 mm

	Input Voltage
	24VDC

	Output Voltage(Option)
	240VAC or 110VAC ／ 50Hz or 60Hz.

	Output Voltage Type
	Sine Wave

	Output Power
	1000W max.

	Approved
	CE


■ Gel Deep Recycle Battery(12V)
※ Battery normal rating temperature：
-20℃ ~ +60℃. or -4℉ ~ +140℉ .

	No.
	Capacity (AH)
	Size(mm)
	Weight(kg)

	1
	100AH
	306X168X217
	32


3-2. The diagram of major parts for --- Model：GP- PSW24100E





                                    Controller System           

Solar Module
165W × 6 PCS = 990W
                               Gel Deep Recycle Battery(12V)
100AH × 6 pcs
4. 2000W Solar Powered System --- Model：GP- PSW48200E
	Solar Module
	165W × 12 pcs = 1980W = 1.98KW

	Using Power Times(Suggest)
	  8 hours max. (Everyday)

	Using Load (Suggest)
	1600W max.

	Output Voltage(Option)
	  240VAC or 110VAC／50Hz or 60Hz

	DC/AC Inverter, Output Power
	2000W max.

	Gel Deep Recycle Battery
	100AH/12 V × 12 pcs







4-1. Eng’g. data of major parts for --- Model：GP- PSW48200E
Using 6 inch (150×150mm) , single crystalline cell .The life can be guaranteed for 25 years.

■ Solar Module – Single Crystalline Solar Cell
	Rate Maximum Power
	Pld (Watts)
	 Min 165W

	Rate Operating Voltage
	Vmp (Volts) 
	 35V

	Rate Operating Current
	Imp (Amps)
	4.72A

	Open-Circuit Voltage
	Voc (Volts) 
	  44.5V

	Short -Circuit Current
	Isc (Amps) 
	5.4A

	Length × Width × Height × Weight
	1622mm × 814mm × 40mm × 18Kg


■Controller System
	Size(L x W x H)
	265 x 275 x 51 mm

	Out/In Voltage
	48V

	Out/In Current
	30A max.

	Protection
	Battery over charging & discharging


■Inverter
	Size(L x W x H)
	413 × 278 × 102 mm

	Input Voltage
	48VDC

	Output Voltage(Option)
	240VAC or 110VAC ／ 50Hz or 60Hz.

	Output Voltage Type
	Sine Wave

	Output Power
	2000W max.

	Approved
	CE


■ Gel Deep Recycle Battery(12V)
Battery normal rating temperature：
-20℃ ~ +60℃. or -4℉ ~ +140℉ .

	No.
	Capacity (AH)
	Size(mm)
	Weight(kg)

	1
	100AH
	306X168X217
	32


4-2. The diagram of major parts for --- Model：GP- PSW48200E

                          




Controller System             
                                                          

 Solar Module
165W × 12 pcs = 1980W
                           Gel Deep Recycle Battery(12V)
100AH × 12 pcs
5. 3000W Solar Powered System --- Model：GP- PSW48300E
	Solar Module
	165W × 18 pcs = 2970W = 2.97KW

	Using Power Times(Suggest)
	  8 hours max. (Everyday)

	Using Load (Suggest)
	2400W max.

	Output Voltage(Option)
	  240VAC or 110VAC／50Hz or 60Hz

	DC/AC Inverter, Output Power
	3000W max.

	Gel Deep Recycle Battery
	100AH/12 V × 20 pcs






5-1. Eng’g. data of major parts for --- Model：GP- PSW48300E
Using 6 inch (150×150mm) , single crystalline cell .The life can be guaranteed for 25 years.

■ Solar Module – Single Crystalline Solar Cell
	Rate Maximum Power
	Pld (Watts)
	 Min 165W

	Rate Operating Voltage
	Vmp (Volts) 
	 35V

	Rate Operating Current
	Imp (Amps)
	4.72A

	Open-Circuit Voltage
	Voc (Volts) 
	  44.5V

	Short -Circuit Current
	Isc (Amps) 
	5.4A

	Length × Width × Height × Weight
	1622mm × 814mm × 40mm × 18Kg


■Controller System
	Size(L x W x H)
	265 x 275 x 51 mm

	Out/In Voltage
	48V

	Out/In Current
	70A max.

	Protection
	Battery over charging & discharging


■Inverter
	Size(L x W x H)
	413 × 278 × 102 mm

	Input Voltage
	48VDC

	Output Voltage(Option)
	240VAC or 110VAC ／ 50Hz or 60Hz.

	Output Voltage Type
	Sine Wave

	Output Power
	3000W max.

	Approved
	CE


■Gel Deep Recycle Battery(12V)
Battery normal rating temperature：
-20℃ ~ +60℃. or -4℉ ~ +140℉ .

	No.
	Capacity(AH)
	Size (mm)
	Weight(kg)

	1
	100AH
	306X168X217
	32


5-2. The diagram of major parts for --- Model：GP- PSW48300E


                                                    

                          


Solar Module                Controller System              

165W × 18 pcs = 2970W 

Gel Deep Recycle Battery(12V)
100AH × 20 pcs
6. 5000W Solar Powered System --- Model：GP- PSW48500E
	Solar Module
	165W × 30 pcs= 4950W =4.95KW (Single Crystalline Solar Cell)

	Using Power Times(Suggest)
	  8 hours max. (Everyday)

	Using Load (Suggest)
	4000W max.

	Output Voltage(Option)
	  240VAC or 110VAC／50Hz or 60Hz

	DC/AC Inverter, Output Power
	5000W max.

	Gel Deep Recycle Battery
	100AH/12 V × 28 pcs







6-1. Eng’g. data of major parts for --- Model：GP- PSW48500E
Using 6 inch (150×150mm) , single crystalline cell .The life can be guaranteed for 25 years.

■ Solar Module – Single Crystalline Solar Cell
	Rate Maximum Power
	Pld (Watts)
	 Min 165W

	Rate Operating Voltage
	Vmp (Volts) 
	 35V

	Rate Operating Current
	Imp (Amps)
	4.72A

	Open-Circuit Voltage
	Voc (Volts) 
	  44.5V

	Short -Circuit Current
	Isc (Amps) 
	5.4A

	Length × Width × Height × Weight
	1622mm × 814mm × 40mm × 18Kg


■Controller System
	Size(L x W x H)
	265 x 275 x 51 mm

	Out/In Voltage
	48V

	Out/In Current
	100A max.

	Protection
	Battery over charging & discharging


■ Inverter
	Size(L x W x H)
	413 × 278 × 102 mm

	Input Voltage
	48VDC

	Output Voltage(Option)
	240VAC or 110VAC ／ 50Hz or 60Hz.

	Output Voltage Type
	Sine Wave

	Output Power
	5000W max.

	Approved
	CE


■ Gel Deep Recycle Battery(12V)
Battery normal rating temperature：
-20℃ ~ +60℃. or -4℉ ~ +140℉ .

	No.
	Capacity (AH)
	Size (mm)
	Weight (kg)

	1
	100AH
	306X168X217
	32


6-2. The diagram of major parts for --- Model：GP- PSW48500E

                                                    



Solar Module                  Controller System
165W × 30 pcs = 4950W                                        


Gel Deep Recycle Battery(12V)
100AH × 28 pcs
7. Summary Of Production
	MODEL
	Inverter
	Solar Module／Q’ty
	Battery／Q’ty
	Using Load
	Using Times/Suggest

	GP-8030
	300W
	80W × 1 pcs = 80W
	100AH/12V × 1 pcs
	150W
max.
	4 hours max.

	GP-8060
	600W
	80W × 2 pcs = 160W
	100AH/12V × 2 pcs
	480W
max.
	4 hours max.

	GP-PSW24100E
	1000W

(1KW)
	165W × 6 pcs = 990W
	100AH/12V × 6 pcs
	800W
max.
	6 hours max.

	GP-PSW48200E
	2000W

(1KW)
	165W × 12pcs = 1980W
	100AH/12V × 12 pcs
	1600W
max.
	6 hours max.

	GP-PSW48300E
	3000W

(3KW)
	165W × 18pcs= 2970W
	100AH/12V × 20 pcs
	2400W
max.
	6 hours max.

	GP- PSW48500E
	5000W

(5KW)
	165W × 30pcs= 4950W
	100AH/12V × 28 pcs
	4000W
max.
	6 hours max.


Output Voltage：


240VAC or 110VAC (Option)


50Hz or 60Hz(Option)


Modify Sine Wave











Output Voltage：


240VAC or 110VAC (Option)


50Hz or 60Hz(Option)


Modify Sine Wave





Sine Wave Inverter(1000W)


Output Voltage：


240VAC or 110VAC (Option)


50Hz or 60Hz(Option)





Sine Wave Inverter(2000W)


Output Voltage：


240VAC or 110VAC (Option)


50Hz or 60Hz(Option)





Sine Wave Inverter(3000W)


Output Voltage：


240VAC or 110VAC (Option)


50Hz or 60Hz(Option)





Sine Wave Inverter(5000W)


Output Voltage：


240VAC or 110VAC (Option)


50Hz or 60Hz(Option)
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